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Advanced Detection Accurate Measurement

ADAM
A New Standard of Automatic Cell Counter

Contents & Accessories
Devices

ADAM-MC              Main device with Starter Kit

Accessories

ADM-001                External video monitor (optional)

Disposables

AD2K-200              Accuchip 2x Kit
                                     2 channel Accuchip with Accustain solution 
                                     (Max. 400 tests/kit)

ADR-1000              AccuStain
                                     Stain solution (1,000 tests/set)  

Specifications

Hardware

- Power: AC100 ~ 240V, 50 ~ 60 Hz
- Objective lens: 4 x

- Light source: Green LED
- CCD camera: B/W CCD

- Filter: Exitation filter, Dichroic filter, Emission filter

Experiment

- Measuring range: 5 x 10  ~ 4 x 10  cells/ml

-Analysis time: 15 sec ~ 2 min/test

- Loading sample vol.: 20 µL (minimum)/test

- Measuring vol.: 8 µL/test

Physical property

- Weight :  9Kg
- Size (WxLxH) :  220 x 375 x 250 mm

 Accessory

- Key pad
- External video monitor (optional)
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AD4K-200              Accuchip 4x Kit
                                     4 channel Accuchip with Accustain solution 
                                     (Max. 800 tests/kit)
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